
Model : ECOPROBE 5

용도 Applications Features특징

+

+

+

+

+

+

+

+

VOC, TPH, CH4, CO2, O2, 대기압 및 온도 자동 측정

GPS를 사용하여 측정 위치 자동 입력 및 오염 분포도 지원

GPS에 의한 3차원 그래프 자동 생성

Menu driven 방식에 의한 편리한 Software 탑재

독립된 PID와 4CH IR Cell에 의한 정확한 측정 가능

VOC-0.1ppb, Petroleum Hydrocarbon-20ppm의 저농도 

측정 가능

측정값, 시간 및 장소를 선택된 주기에 따라 100,000개까지 

자동 저장

충전용 Battery로 현장에서 쉽게 사용 가능

+

+

+

+

토양 오염도 측정

송유관 및 유류 저장 탱크의 누유 측정

토양 오염 복원 시설의 성능 검증

매립지 배출 가스 측정

토양 오염도 측정기 대기 실내 작업환경  |    |    |  토양/지하수

Soil Contamination Monitor
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S P E C I F I C A T I O N S
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3m
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ECOPROBE 5 PID + 4 Channel IR, O2, T, P

Com. Software ECOPROBE-View Lite Included

Ecoprobe 5 Calibration Kit Single Gas

Sampling Probe with Thermometer

Connecting Cable Sampling Probe to ECOPROBE 

Sampling Probe Standard

Sampling Probe Case

ECOPROBE 5 Pelican Case 

GPS Smart Antenna

Hw & Sw Upgrade enabling GPS handing

ppb PID sensitivity upgrade

ECOPROBE-VIEW Plus(Advanced calibration)software

Dust Filters (10/pk)
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(from 2-D inversion of multielectrode
resistivity measurements)

Results of multielectrode resistivity measurements
on the profile P-80

GEOPHYSICAL RESULTS
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